
DindasBrace F22
4.0mm Hardwood Bracing

High-Performance Engineered Wood Product

	■ Each piece is highly consistent in the way it performs under load. 

	■ Manufactured with type ‘A’ (marine) bond, renowned for its structural strength 

and long-lasting durability. 

	■ Individually labelled and QR code marked for direct product information access.

Design Capabilities

	■ 4.0mm bracing that can easily be accommodated within internal spaces, 

external brick veneer and lightweight cladding cavities.

	■ A Design Guide detailing and identifying our F22 Brace capacities has been 

created to reflect Table 8.18 of AS1684.2-2021.

	■ Features a solid construction that is both sturdy and lightweight, ensuring 

maximum stability and durability. 

Certification 

	■ Independently tested in Australia through our Certified University Partner program.

	■ It is an independently certified product that meets the requirements of the NCC 

and is manufactured to AS2269.0.2012, meeting the performance characteristics 

for load-bearing (structural) applications in dry and humid conditions.

Sustainable Sourcing

	■ As a Carbon Warrior partner, we only work with suppliers with verified Wood 

Source Certifications for responsible and sustainable timber.

	■ Chain of Custody certification compliant for well-managed and sustainable forests.

DindasBrace F22, by Dindas Australia, is an Eucalyptus Hardwood Bracing Product. It is a 
high-quality, innovative, and environmentally sustainable structural bracing panel designed 
and manufactured specifically for the Australian building and construction industry.



*Conditions Apply. © 2025 Dindas Australia Pty Ltd ABN 87 005 828 900 Product changes may occur without notice I538

For more information visit dindas.com.au
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NEW SOUTH WALES

174-180 Andrews Road, Penrith

Phone 02 9673 8000

nswsales@dindas.com.au

QUEENSLAND

433 Wondall Road,Tingalpa

Phone 07 3249 9888

qldsales@dindas.com.au

VICTORIA (Head-Ofߔce)
58 Whiteside Road, Clayton Sth

Phone 03 8540 0500

vicsales@dindas.com.au

Top & Bottom Plates
150mm centres for Types (g) & (h) �A�

50mm centres for Type (h) �B�

Panel Edge
150mm

300mm

Studs

Max 450 & 
600mm Centres

Provide expansion gap 
min. 2mm

*Requires M12 Rod with 
40x40x5mm washer from top 
to bottom plates at the end of 
each sheathed section

S

Horizontal butt joints permitted, 
provided nail fixed to nogging at

S= 150mm centres for Types (g) & (h) �A�
S= 50mm centres for Type (h) �B�  

4.0mm F22 Dindas Brace Size Pieces
per pack

Area per pack 
(m2)

Weight/panel
(kg)

Weight/pack
(kg)Length (mm) Width (mm)

2440 900 150 329.4 5.5 825

2440 1200 150 439.2 7.3 1095

2745 900 150 370.6 6.2 930

2745 1200 150 494.1 8.3 1245

3050 900 150 411.8 6.9 1035

3050 1200 150 549.0 9.2 1380

Fastener Spacings**

Type (g) 3.0 kN/m System

150mm top and bottom plates

150mm vertical edges, nogging

300mm intermediate studs

Type (h) Method A. 5.6* kN/m System

150mm top and bottom plates

150mm vertical edges, nogging

300mm intermediate studs

*M12 Rods as shown plus a 13 kN capacity 

connection to bottom plate at 1200mm ctrs 

maximum spacing.

Type (h) Method B. 5.2^ kN/m System

50mm top and bottom plates

150mm vertical edges, nogging

300mm intermediate studs

^ Requires a 13 kN capacity connection to 

bottom plate at each end (100mm max.) and 

intermediately at max. 1200mm ctrs spacing. 

*Bracing capacities and installation details to be used as guide only. All 

details must be verified prior to installation.

**Refer to AS1684.2.2021. Table 8.18 (p. 144-145) for 

further details.

APPLICATIONS: Exterior.  
DindasBrace F22 it is a durable, lightweight 
Hardwood material used for structural wall 
bracing applications.

TIMBER GRADING: Hardwood F22

TREATMENTS: Available as H2S & H2.

STANDARDS: AS1684.2-2021 & AS/NZ2269.0.2012

Minimum Joint Strength Group of JD5 Framing (Bracing 
capacity is increased by 12.5% for JD4 Framing).

For both (450 and 600mm) stud spacing.

Minimum bracing section of 900mm and Maximum Wall 
height of 2.7m to achieve these bracing capacities.

DindasBrace F22 Product Specs


