
With decades of experience supplying engineered LVL and timber treatment solutions to the 
Australian construction industry, Dindas Australia now offers a complete H3 pre-primed LVL 
range designed for reliable above-ground exterior performance.

Pre-Primed and Construction-Ready 
	■ Core LVL grades available, H3 treated and factory pre-primed for consistent coverage. 

	■ H3 treatment helps protect against termites and decay in above-ground exterior 
applications, while the primer helps manage moisture and UV exposure.

Consistent, Professional Finish 
	■ Smooth, uniform factory-applied coating helps reduce site preparation.

	■ Supports a cleaner, more consistent appearance straight off the pack.

Designed for Australian Conditions
	■ Stronger and straighter than MGP timber, it saves time and money, helping 

reduce product waste and labour due to rework requirements. 

	■ Suitable for external, above-ground applications exposed during construction.

Dindas H3 Range
Pre-Primed Structural LVL Range
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Dimensional Uniform Stability
	■ Features a moisture barrier and a solid construction that is both sturdy and 

lightweight, ensuring stability and durability. 

	■ Engineered to minimise natural defects such as gum pockets and knots.

Easy Installation 
	■ Can be fixed using appropriate wood fixings according to your specific design, 

simplifying installation time.

	■ Consistent sizing helps simplify installation and reduce construction time. 



For more information visit dindas.com.au

The Benefits of Dindas H3 Pre-Primed LVL 

1. Faster Builds with Fewer Delays

Arrives factory pre-primed, helping reduce on-site priming requirements and support 
efficient project workflows, particularly on time-critical builds.

Engineered for construction, it helps support dimensional consistency, resisting 
warping, twisting, and shrinking for durability and performance.

2. Protection Where It Matters During Construction

The combination of H3 treatment and factory-applied primer helps manage:

	■ Termite and decay risk in above-ground exterior applications

	■ Moisture and UV exposure during the construction phase.

Your materials stay protected until the final coat is applied, even in tough site 
conditions.  

3. Reduced Labour Costs and Call-Backs

Factory-applied primer can help reduce on-site preparation and priming 
requirements, supporting more efficient workflows for builders and contractors.. 

4. Weather Resistant Installation Flexibility

Factory treatment and primer can help support construction-phase exposure 
requirements. It can be installed in more varied weather conditions without delay, 
keeping your build schedule on track year-round.

5. Sustainable Sourcing

As a Carbon Warrior partner, we work with suppliers with verified Wood Source 
Certifications for responsible and sustainable timber.

Chain of Custody certification compliant for well-managed and sustainable forests. 

6. Core LVL Grades Available

Available in LVL 10 and LVL 13.2 across Dindas branches, with LVL 14 F17 available in 
Victoria only. Confirm current availability before specifying.

For sizes, span tables, and technical information, refer to the individual DindasFrame 
LVL 10, Dindas LVL 13.2, and Dindas LVL 14 F17 product flyers, or contact your local 
Dindas Australia representative.

Dindas H3 Pre-Primed LVL helps reduce site preparation while supporting product selection across 
selected LVL grades.
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NEW SOUTH WALES
174-180 Andrews Road, Penrith

Phone 02 9673 8000
nswsales@dindas.com.au

QUEENSLAND
433 Wondall Road, Tingalpa

Phone 07 3249 9888
qldsales@dindas.com.au

VICTORIA (Head-Office)
58 Whiteside Road, Clayton Sth

Phone 03 8540 0500
vicsales@dindas.com.au

APPLICATIONS: Internal and External.  
Dindas LVL 13.2 is a versatile product with a wide range of applications in construction, including 
structural beams, lintels, rafters, and floor joists in residential and commercial buildings.

MAXIMUM LENGTH: Available up to 12m lengths

TIMBER GRADING: LVL 13.2

TREATMENTS: Available as UT, H2S. H2 & H3 by request. 

MANUFACTURE: AS/NZS 4357.2 Series of Standards  

CERTIFICATIONS: JAS-ANZ, SECA

Dindas LVL 13.2 Product Specs

Dindas LVL 14 F17 Product Specs

APPLICATIONS: Internal and External. 
Dindas LVL 14 F17 is a high-strength laminated veneer lumber product optimised for high-performance 
and structural applications that require stiffness, durability, and reliability, including framing.

MAXIMUM LENGTH: Available up to 12m lengths

TIMBER GRADING: LVL 14

TREATMENTS: Available as H2S. H2 & H3 by request.

MANUFACTURE: AS/NZS 4357.2 Series of Standards 

CERTIFICATIONS: JAS-ANZ, SECA

Please refer to the individual DindasFrame LVL 10, Dindas LVL 13.2, and Dindas LVL 14 F17 product 
flyers for full-size ranges, span tables, and technical data.

Image for illustrative purposes only

DindasFrame LVL 10 Product Specs

APPLICATIONS: Internal and External.  
DindasFrame LVL 10 is a Structural Laminated Veneer Lumber 
(LVL) used for framing construction and structural applications 
such as lintels, rafters, and subfloor components.

MAXIMUM LENGTH: Available up to 12m lengths

TIMBER GRADING: LVL 10

TREATMENTS: Available as H2S. H2 & H3 by request. 

MANUFACTURE: AS/NZS 4357.2 Series of Standards  

CERTIFICATIONS: JAS-ANZ, SAI-Global, SECA


