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1) What is Dindas Joist Tape?

Dindas Joist Tape is a weatherproof joist protection tape designed to protect the top of deck joists, 

bearers, and structural timber in external installations. It forms a barrier that helps prevent moisture 

ingress, decay, and long-term damage.

2) What is Dindas Joist Tape used for?

Dindas Joist Tape is primarily used to:

	■ protect top edge of deck joists

	■ reduce water penetration into EWP and structural timber framing

	■ help seal around fixings (screws/nails)

	■ extend the service life of external decking substructures

3) Where should Dindas Joist Tape be installed?

Dindas Joist Tape should be installed on:

	■ top edge of joists (most critical area)

	■ top edge of bearers in high-exposure decks

	■ blocking/nogs where water can sit

	■ exposed framing members before decking boards are fixed on

4) Can Dindas Joist Tape be used on external Treated LVL joists?

Absolutely. Dindas Joist Tape is ideal for external LVL deck joists, and bearers including Dindas H3 

Green Primed LVL. It helps protect the joist top surface and penetrations from weather exposure.

5) Does Dindas Joist Tape make my deck waterproof?

No — it is not designed to waterproof a deck surface. Dindas Joist Tape protects the deck framing 

structure beneath the boards, not the finished deck surface.

6) Does Dindas Joist Tape help prevent rot?

Dindas Joist Tape helps reduce conditions that contribute to timber decay by protecting joist tops 

from standing water and moisture wicking, particularly around fixings and board gaps.

7) Is Dindas Joist Tape UV resistant?

Yes. Dindas Joist Tape is designed for external environments and has a UV-stabilised surface to 

withstand sun exposure during and after installation.
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8) Can I install decking fixings through Dindas Joist Tape?

Yes. Decking screws and nails are installed directly through the tape into the joist as normal. The tape 

helps reduce moisture penetration around the fixing point.

9) What sizes does Dindas Joist Tape come in?

Dindas Joist Tape is available in multiple trade-friendly widths:

	■ 50mm wide x 20m roll

	■ 70mm wide x 20m roll

	■ 100mm wide x 20m roll

	■ 150mm wide x 20m roll

10) Which width should I use?

A simple selection guide is:

	■ 50mm / 70mm: standard joist-top protection

	■ 100mm: wider joists or better edge coverage

	■ 150mm: maximum protection (wide members, bearers, LVL, GL Beams)*

Note: *Can also be used as a DPC (Damp Proof Course) membrane to separate timber from concrete (e.g., bearer to concrete wall 

connections)

11) How do I install Dindas Joist Tape correctly?

For best results:

1.	 Ensure the structural member’s top surface is clean and dry

2.	 Apply tape centrally along the joist

3.	 Press firmly and roll/squeegee for a full bond

4.	 Overlap joins by a minimum 50mm

5.	 Fix decking boards through tape as normal

12) Can Dindas Joist Tape be applied to wet timber?

No. For correct adhesion and performance, joists must be dry and free of moisture, dust, and debris at 

the time of application.

13) How long can Dindas Joist Tape be left exposed before decking is installed?

Dindas Joist Tape is UV-resistant and designed for external exposure. However, best practice is to 

install decking boards as soon as practicable and in accordance with good site practice.

14) Can Dindas Joist Tape be used on treated timber members?

Yes. Dindas Joist Tape is suitable for H3-treated framing and other common timber deck joist 

materials.
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15) Can Dindas Joist Tape be used on steel framing?

Dindas Joist Tape is designed primarily for timber and engineered wood joists. For steel framing 

applications, check with Dindas technical support regarding suitability and surface preparation 

requirements.

16) Does Dindas Joist Tape replace timber treatment?

No. Dindas Joist Tape is a protective barrier tape, not a timber preservative. Always use framing 

materials that meet your structural and durability requirements.

17) Does Dindas Joist Tape improve deck longevity?

Yes — by protecting joist tops from moisture penetration and reducing trapped water zones, Dindas 

Joist Tape helps extend the service life of decking substructures and reduce maintenance risk.

18) Where can I buy Dindas Joist Tape?

Dindas Joist Tape is available through selected Dindas trade partners and timber merchants. Contact 

Dindas for supply options.

Dindas Joist Tape — Technical FAQ Addendum

T1) What is Dindas Joist Tape made from?

Dindas Joist Tape uses a high-tack butyl-based adhesive layer with a UV-stabilised protective top film. 

This combination is designed to provide strong timber adhesion and long-term weather resistance in 

external deck framing environments.

T2) What surface does Dindas Joist Tape adhere to?

Dindas Joist Tape is designed to adhere to common deck framing substrates including:

	■ external LVL joists and bearers (including Dindas h3 Green Primed LVL)

	■ H3 treated pine joists and bearers

	■ engineered wood products (EWP)

	■ most dry, clean timber surfaces

For best results, the substrate must be clean, dry, and free of contamination.

T3) Does Dindas Joist Tape adhere to primed or painted timber?

It can, but performance depends on coating type and surface condition. For best adhesion, apply to:

	■ uncoated timber surfaces, or

	■ stable coatings that are clean, dry, and well bonded (like Dindas H3 Green Primed LVL)

If the surface coating is chalky, dusty, peeling, or unstable, adhesion may be reduced.
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T4) What temperature range can Dindas Joist Tape be applied in?

For best results:

	■ apply in dry conditions

	■ avoid installing on cold/frosty substrates

	■ ensure framing is above the minimum application temperature noted on product packaging

As a general installation best practice, tapes should be installed when timber is dry and ambient 

conditions support proper adhesive wet-out.

T5) Can Dindas Joist Tape be applied to wet timber or after rain?

No. Dindas Joist Tape should not be applied when the joist surface is:

	■ wet

	■ damp

	■ frosty

	■ visibly sweating/condensing

Moisture prevents full adhesive bond and may lead to edge lift or reduced long-term performance.

T6) How long can Dindas Joist Tape be left exposed before decking is installed?

Dindas Joist Tape has a UV-stabilised surface for external exposure. However, best practice is:

	■ install decking boards as soon as practicable, and

	■ avoid unnecessary prolonged exposure prior to being covered

Extended UV and weather exposure beyond standard construction timeframes may reduce surface life 

over time.

T7) Does Dindas Joist Tape self-seal around fixings?

Dindas Joist Tape is designed for fix-through installation, and the butyl adhesive system assists to 

reduce moisture ingress around fastener penetrations when correctly installed and pressed/rolled.

T8) Can I overlap Dindas Joist Tape?

Yes. Overlaps are permitted and recommended where required.

Minimum overlap: 50mm

Best practice: roll overlaps firmly and overlap in the direction of water flow where possible.

T9) Will Dindas Joist Tape prevent corrosion of decking screws?

While it does not replace fastener selection requirements, it helps reduce conditions that accelerate 

corrosion by:

	■ reducing trapped moisture zones

	■ reducing water penetration into timber around fixings

Always use fasteners appropriate for:
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	■ exposure zone

	■ treated timber type

	■ coastal/marine environments

T10) Does Dindas Joist Tape react with treated timber?

Dindas Joist Tape is intended for use with common decking framing materials including H3 treated 

pine and external LVL products. If using with unusual treatment systems or non-standard coatings, 

test a short section first.

T11) Should I use a roller when installing?

Yes — strongly recommended.

A roller or firm squeegee:

	■ improves adhesive wet,

	■ ensures full surface contact,

	■ reduces edge lift risk,

	■ improves long-term bond strength.

T12) What happens if the tape wrinkles during installation?

Wrinkles can create water channels. If wrinkling occurs:

	■ lift and reapply immediately (if possible), or

	■ cut out the wrinkle section and patch with a new piece using a 50mm minimum overlap.

T13) How should Dindas Joist Tape be stored on-site?

Store tape:

	■ in a cool, dry place

	■ away from direct sunlight

	■ away from heat sources

	■ in original packaging until ready to use

Avoid leaving rolls exposed on dashboards, forklift bays, or uncovered pallets.

T14) Can Dindas Joist Tape be used as flashing tape?

Dindas Joist Tape is designed primarily for joist-top protection. Flashing applications may require 

different flexibility, detailing requirements, and code considerations. For use outside intended 

applications, consult Dindas technical support.


