
Dindas Joist Tape is a protective tape designed for the top of deck joists, bearers and 
structural framing in outdoor decking systems. It helps reduce moisture penetration into 
timber framing, supporting the durability and performance of deck substructures exposed 
to weather during service.

Butyl Adhesive for Reliable Bonding
	■ High-tack butyl adhesive provides strong adhesion to clean, dry timber surfaces 

and remains flexible during installation.

	■ Flexible tape design supports efficient installation along framing members.

Compatible with Treated Timber 
	■ Suitable for use with common deck framing materials including H3 treated 

timber, LVL, joists and bearers.

Helps Extend Deck Substructure Life 
	■ By protecting the most exposed surfaces of deck framing, Dindas Joist Tape 

helps extend the service life of joists, bearers and other structural members.

Protects Deck Framing from Moisture
	■ Creates a protective barrier over the top of joists and bearers, helping reduce 

water ingress through screw penetrations and board gaps.

Designed for Deck Framing Protection
	■ Helps protect exposed deck framing where water commonly collects around 

fasteners and decking joints.

Dindas Joist Tape
Deck Framing Protection Tape
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For more information visit dindas.com.au

	■ Protects the most exposed areas of deck framing where water commonly collects 
around decking screws and board gaps.

	■ Helps reduce moisture penetration into joists and bearers, supporting durability of 
deck structures when installed as directed.

	■ Helps support deck substructure service life by reducing conditions that contribute 
to timber decay.

	■ Helps reduce moisture-related maintenance issues and potential call-backs in deck 
framing.

	■ High-tack butyl adhesive provides reliable adhesion to clean, dry timber surfaces 
during installation.

	■ Suitable for use with common deck framing materials including H3 treated pine, 
LVL and other engineered wood products.

	■ Flexible tape design supports installation along joist tops, bearers and structural 
framing members.

	■ UV-stabilised top film designed to support normal construction-phase exposure.

	■ Supports good deck construction practices when used with proper drainage, 
ventilation and detailing.

Advantages

APPLICATIONS: Top of Joists and Bearers.  
Designed to help protect joists and bearers across decks, or 
weather-exposed outdoor structures.

FEATURES: Creates a protective barrier for the top of joists and 
bearers, helping reduce moisture exposure and conditions that 
contribute to timber decay. 

THICKNESS: 0.7mm (consistent across all widths)

WIDTH OPTIONS: 50, 75, 100 and 150mm 

MAXIMUM LENGTH: Up to 20m per roll

MATERIAL CONSTRUCTION: High-tack butyl adhesive with  
UV-stabilised protective top film.

CERTIFICATIONS: Designed with performance characteristics 
consistent with principles outlined in AS/NZS 4200 for pliable 
membranes.

USAGE CONDITIONS: Apply between 0°C and 35°C; keep 
surfaces clean and dry.
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NEW SOUTH WALES
174-180 Andrews Road, Penrith

Phone 02 9673 8000
nswsales@dindas.com.au

QUEENSLAND
433 Wondall Road, Tingalpa

Phone 07 3249 9888
qldsales@dindas.com.au

VICTORIA (Head-Office)
58 Whiteside Road, Clayton Sth

Phone 03 8540 0500
vicsales@dindas.com.au
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Dindas Joist Tape Pack Sizes 

 Width 
(mm)

Length  
(m)

Thickness 
(mm)

Rolls per 
Carton

Weight/Roll  
(kg)

Carton 
Weight  

(kg)
50 20m 0.7 16 1.1 18.1

75 20m 0.7 16 1.65 20.3

100 20m 0.7 8 2.2 18.1

150 20m 0.7 4 3.3 13.7

Dindas Joist Tape Installation Guidelines

For best results:

	■ Ensure timber surfaces are clean and dry

	■ Apply tape centrally along the joist top

	■ Press firmly and roll or dry squeegee for full adhesion

	■ Overlap joins by a minimum of 50mm

	■ Install decking boards through the tape as normal
 
Important Note: 

Dindas Joist Tape helps protect the structural framing beneath decking boards by reducing moisture exposure.
It is not designed to waterproof the deck surface. 

Storage & Shelf Life:

	■ Shelf Life: Minimum 12 months when stored correctly.

	■ Storage Conditions: Store in a cool dry place between 0°C and 35°C.
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