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Face Mount Hanger 

Top Mount Hanger 

TIP: Drive nails home 
at 45* angle to secure 

hanger

Face Mount Hanger 

Partial Depth with web 
stiffener.

Installation tip: 

Dindas recommends 
fixing 30mm-No.6 type 

17 bugle head screw 
through the I-Joist 

Hanger bottom hole 
to joist bottom flange. 
This will help minimise 

potential ‘squeaks’

FACE MOUNT HANGERS TOP MOUNT 
HANGERS

Joist 
Depth

Dindas 
Joist 

Section 
Code

Hanger  
Manufacturer

FULL DEPTH PARTIAL DEPTH

Hanger 
Code

Min No. 
nail  

fixing 
per side

Hanger 
Code

Min No. 
nail  

fixing 
per side

Hanger 
Code

Min No. 
nail  

fixing 
per side

2
0

0

200x45

Pryda LF190/45 4 FB45180 10

MiTek IBHF20050 4 IBHT20050 3

Multinail IBF20044 4 IBT20045 3

Dunnings BIH190x45 4 BJS180x45 10 BITH200x45 3

2
4

0

240x52

Pryda LF240/53 5 LT240/53 3

MiTek IBHF24055 5

Multinail IBF24053 5

Dunnings BIH233x53 5 BITH240x53 3

240x58

Pryda LF240/60 5 FB58170 9 LT240/60 3

MiTek IBHF24060 5

Multinail

Dunnings BIH238x60 5 BITH240x58 3

240x90

Pryda LF235/90 5 FB90200 13 LT240/90 3

MiTek IBHF24090 5 IBHT24090 3

Multinail IBF24090 5 IBT24090 3

Dunnings BIH235x90 5 BLJS200X90 8 BITH240x90 3

240x45

Pryda LF240/45 5 FB45220 13 LT240/53 3

MiTek IBHF24050 5 IBHT24050 3

Multinail IBF24045 5 IBT24045 3

Dunnings BIH237x45 5 SBLJS220x45 10 BITH240x45 3

19
0

190x45

Pryda LF190/45 4 FB45180 10

MiTek IBHF20050 4

Multinail IBF20044 4

Dunnings BIH190x45 4 BJS180x45 10
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Multinail I-Joist Hanger 

Use only 40x3.75mm 
hot dipped galvanised 
reinforced head nail.

MiTek I-Joist Hanger 

Use only MiTek 
40x3.75mm hot dipped 
galvanised reinforced 

head nail.

Pryda Joist Hanger 

Use only 40x3.75mm 
galvanised PRYDA timber 

connector nails.

3
0

0

300x45

Pryda LF300/45 6 FB45220 13 LT300/47 3

MiTek IBHF30050 6 IBHT30055 3

Multinail IBF30045 6 IBT30045 3

Dunnings BIH297x45 6 BITH300x45 3

300x90

Pryda LF290/90 6 FB90200 13 LT300/90 3

MiTek IBHF30090 6 IBHT30090 3

Multinail IBF30090 6 IBT30090 3

Dunnings BIH290x90 6 BITH300x90 3

300x58

Pryda LF300/60 6 12 LT300/60 3

MiTek IBHF30060 6

Multinail IBF30060 6 IBT30060 3

Dunnings BIH290x60 6 BITH300x58 3

300x52

Pryda LF300/53 6 LT300/53 3

MiTek IBHF30055 6 IBHT30055 3

Multinail IBF30053 6 IBT30053 3

Dunnings BIH293x53 6 BITH300x52 3
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3
6

0

360x45

Pryda LF360/45 7

MiTek

Multinail

Dunnings BIH355x45 7 BLJS290x45 10 BITH360x45 3

360x52

Pryda

MiTek

Multinail

Dunnings BIH351x53 7 BITH360X52 3

360x58

Pryda LF340/60 7 FB62220 12

MiTek IBHF36060 7 IBHT36060 3

Multinail IBF34760 7

Dunnings BIH347x60 7 BITH360x58 3

360x90

Pryda LF350/90 7 FB90200 13 LT360/90 3

MiTek IBHF36090 7 IBHT36090 3

Multinail IBF36090 7 IBT36090 3

Dunnings BIH342x90 7 BITH360X90 3
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Face Mount Hanger 

Top Mount Hanger 

TIP: Drive nails home 
at 45* angle to secure 

hanger

Face Mount Hanger 

Partial Depth with web 
stiffener.

Installation tip: 

Dindas recommends 
fixing 30mm-No.6 type 

17 bugle head screw 
through the I-Joist 

Hanger bottom hole 
to joist bottom flange. 
This will help minimise 

potential ‘squeaks’

NOTES:

Sizes shown above must be used as a GUIDE ONLY. Hangers must be designed and SUPPLIED by Dindas Australia.

1. Nailing specified is for brackets Face Fixed to Dindas LVL / Timber JD4 (or better) timber members only.
2. All brackets are to be installed strictly in accordance with bracket manufacturers’ recommendations:	

•	Nails for SBLJS hangers are to be 30X2.8(SS) flat head nails type;
•	Nails for BJS hangers are to be 30x2.8 flat head nails type;
•	Nails for BLJS, FB hangers are to be 35x3.15 flat head nails type; 
•	For ALL other hangers are to be 40x3.75 flat head nails type;
The nail type must match the manufacturer’s hanger type and installation details.	

3. Nailing specification applies for joists used for floors in ‘houses’ with a floor mass not exceeding 100kg/m2.	
4. Hangers MUST be installed plumb and level to achieve the required connection capacities.
5. It is recommended that all holes with timber behind be nailed off in addition to the minimum requirements.
6. For MiTek I-Joist Hangers, fix the bottom I-Joist flange using 2/40x3.75 flat head nails. Select one hole each side 
of the hanger.

4
0

0

400x52

Pryda

MiTek

Multinail

Dunnings 7 BIH35153 7

400x90

Pryda LF40090 8 LT400/90 3

MiTek IBHF40090 7 IBHT40090 3

Multinail IBF40090 7 IBT40090 3

Dunnings BIH390x90 7

400x58

Pryda

MiTek

Multinail

Dunnings BIH39760 7

FACE MOUNT HANGERS TOP MOUNT 
HANGERS

Joist 
Depth

Dindas 
Joist 

Section 
Code

Hanger  
Manufacturer

FULL DEPTH PARTIAL DEPTH

Hanger 
Code

Min No. 
nail  

fixing 
per side

Hanger 
Code

Min No. 
nail  

fixing 
per side

Hanger 
Code

Min No. 
nail  

fixing 
per side



For more information visit dindas.com.au

*Conditions Apply. © 2026 Dindas Australia Pty Ltd ABN 87 005 828 900 Product changes may occur without notice I538.

Dunnings Face Mount I-Joist Hangers (Internal sizes)

FACE MOUNT HANGERS (For Dindas Australia Joist Range)

Dindas I-Joist Code I-Joist Size Dunnings I-Joist Hanger Code
Dunnings I-Joist Hanger Actual 

Size (DxW)

DJ45 190x45 190x45 BIH190X45 190x45

DJ45 200x45 200x45 BIH190x45 190x45

DJ45 240x45 240x45 BIH237x45 237x45

DJ45 300x45 300x45 BIH297x45 297.5x45

DJ45 360x45 360x45 BIH355x45 355x45

DJ52 240x52 240x52 BIH233x53 233x53

DJ52 300x52 300x52 BIH293x53 293.5x53

DJ52 360x52 360x52 BIH351x53 351x53

DJ52 400x52 400x52 BIH351x53 351x53

DJ58 240x58 240x58 BIH238x60 238x60

DJ58 300x58 300x58 BIH290x60 290x60

DJ58 360x58 360x58 BIH347x60 347.5x60

DJ58 400x58 400x58 BIH397x60 397x60

DJ90 240x90 240x90 BIH235x90 235x90

DJ90 300x90 300x90 BIH290x90 290x90

DJ90 360x90 360x90 BIH342x90 342.5x90

DJ90 400x90 400x90 BIH390x90 390x90
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Dunnings Top Mount I-Joist Hangers (Internal sizes)

TOP MOUNT HANGERS (For Dindas Australia Joist Range)

Dindas I-Joist Code I-Joist Size Dunnings I-Joist Hanger Code
Dunnings I-Joist Hanger Actual 

Size (DxW)

DJ45 190x45 190x45

DJ45 200x45 200x45 BITH200X45 200x45

DJ45 240x45 240x45 BITH 240X45 240x45

DJ45 300x45 300x45 BITH300X45 300x45

DJ45 360x45 360x45 BITH360X45 360x45

DJ52 240x52 240x52 BITH240X52 240x52

DJ52 300x52 300x52 BITH300X52 300x52

DJ52 360x52 360x52 BITH360X52 360x52

DJ52 400x52 400x52

DJ58 240x58 240x58 BITH240X58 240x58

DJ58 300x58 300x58 BITH300X58 300x58

DJ58 360x58 360x58 BITH360x58 360x58

DJ58 400x58 400x58

DJ90 240x90 240x90 BITH240X90 240X90

DJ90 300x90 300x90 BITH300X90 300X90

DJ90 360x90 360x90 BITH360X90 360X90

DJ90 400x90 400x90


