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Dindas Joist Tape is designed for the top of 
deck joists, bearers and structural framing in 
outdoor decking systems. When installed as 
directed, it helps reduce moisture penetration 
into timber framing at exposed areas, 
supporting the durability and performance of 
deck substructures.

DINDAS JOIST TAPE
INSTALLATION AND WORKSITE GUIDE

Installation Steps

1    Prepare the Surface

Ensure the top of the joist or bearer is clean, dry 
and free of dust and debris.

2   Position the Tape

Centre the tape along the joist or bearer. Select a 
width that covers the top surface and allows the 
tape to fold over both edges. (See Figure 1 on page 2).

3   Apply the Tape   

Progressively remove the release liner while 
pressing the tape firmly onto the timber surface. 
Avoid wrinkles during application.

4   Press Firmly   

Use a hand roller or dry squeegee to press the tape 
firmly onto the timber and achieve full adhesion.

5   Overlap Joins  

Overlap tape joins by a minimum of 50mm. Press 
or roll each overlap firmly. (See Figure 2 on page 2).

6   Cut to Length

Use a utility knife to cut the tape to the required 
length.

7   Install the Decking

Fix the decking boards through the tape as normal.

Installation Conditions
	■ Ensure timber surfaces are clean, dry and 

free of dust and debris.

	■ Do not apply to wet or damp timber.

	■ Apply between 0°C and 35°C.

	■ Install decking as soon as practicable 
after applying the tape.

Personal Protective Equipment (PPE)
When preparing timber surfaces, applying Dindas 
Joist Tape and trimming the tape with a utility 
knife, use PPE suitable for the task and worksite 
conditions:

	■ Safety glasses: Protection from splinters, dust 
and debris.

	■ Protective gloves: Suitable for handling 
timber and cutting tape.

	■ Safety footwear: Protection from dropped 
tools and materials.

	■ Work clothing: Long sleeves and trousers for 
general protection.

Knife Safety: Cut away from the body, keep hands 
clear and retract the blade after use. 
 
Follow all site-specific PPE and safe work 
requirements.

Best Practice
	■ Avoid wrinkles during application. Reapply or 

patch the affected area if required.

	■ Where practical, overlap joins in the direction 
of water flow.

	■ Use appropriate drainage, ventilation and 
detailing as part of the deck construction.

Important 

Dindas Joist Tape helps protect the structural 
framing beneath decking boards by reducing 
moisture exposure. It is not designed to waterproof 
the deck surface. 
 
Dindas Joist Tape does not replace the required 
timber treatment.

Storage and Shelf Life

	■ Minimum shelf life: 12 months when stored 
correctly.

	■ Store in a cool, dry place between 0°C and 
35°C.
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DINDAS JOIST TAPE
INSTALLATION AND WORKSITE GUIDE

Minimum Tape Overlap
Overlap tape joins by at least 50 mm. Press or roll 
each overlap firmly. Where practical, overlap joins 
in the direction of water flow.

Figure 2 

Tape Coverage and Edge Folds
Centre the tape over the timber, covering the top 
surface and folding it over both edges.

Figure 1 

Section view. Not to scale. 

Diagram labels:

	■ Decking board

	■ Decking screw through tape into joist

	■ Dindas Joist Tape

	■ Timber joist

	■ Tape folded over both edges

Longitudinal section. Not to scale. 

Diagram labels:

	■ Dindas Joist Tape

	■ 50mm minimum overlap

	■ Direction of water flow, where applicable

	■ Timber joist or bearer

Drawing Notes 

Read these details together with the installation instructions, conditions and limitations on page 1. 
Drawings are not to scale. Dindas Joist Tape does not replace timber treatment and is not designed to 
waterproof the deck surface. 
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